
Form Factor

CPU

Audio

Mic In/Line Out

Internal Speaker

Networking

I/O and Expansion

USB Ports - Type 2.0

Physical Specifications

Dimensions

Shipping Weight

Environmental

Operating 
Temperature

Operating 
Humidity

Operating 
Altitude

Power Requirements

Compact stand-alone metal
case

VIA Eden 600 MHz

Autosensing, 10/100 ethernet, RJ-45,
WakeOnLAN, PXE boot, Internal 802.11b/g 
support
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1.75”W x 9.5”H x 9.0” D
4.3mm x 24.8mm x 22.3mm

6.2lbs

32-104o F (0-40o C)

20-90% non-condensing

100-240 VAC, 50-60 Hz
Max AC Input Power: 30 W
UL, UL1950, FCC Class B, cUL, CSA-C22.2, 

No. 950-M89, CE Mark; EMC/LVD, TUV-GS

Hardware Configuration

The 762X Thin C l ient

Faster, Smaller, Cooler

Part Number

Standard Flash/RAM

Video

762X

128MB/256MB

Options

Software Configuration

Ordering Information
PID Description

762X

BOSaNOVA,  Inc.  2012 W. Lone Cactus Drive, Phoenix, AZ 85027

Tel: (866) 865-5250 Fax: (623) 516-8697 sales@bosanova.net www.bosanova.net

Serial Port -D-Sub
9-Pin male Connector

Parallel Port - D-Sub
25-Pin Female Conn.

PS/2 Ports

Safety Certifications

Security
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1

1 Keyboard/1mouse

0-20,000 ft (0-6,096 m)

Kensington Security Lock Slot

Maximum Video and Resolution 
and Refresh Rate

@8-bit Color

@16-bit Color

@24-bit Color

RDP

ICA

NX Client

Browser Opera 9

Standard Client Software

8X AGP

Up to 1280x1024 @ 75 Hz
Up to 1024x768 @ 85 Hz

Up to 1280x1024 @ 75 Hz
Up to 1024x768 @ 85 Hz

Up to 1280x1024 @ 75 Hz
Up to 1600x1200 @ 60 Hz

Includes a 104 - Keyboard
and optical Mouse

2X Thin Client
8013 Mounting Bracket

Wide Screen Support




